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Short version: ACE LOCKED LZ-P series - also BG certified as of fall 2010
LZ-P clamping elements from ACE with BG certificate
Following approval by the government safety organisation (BG), ACE's LOCKED LZ-P model clamping elements will be available with BG certification as of the fall of 2010. It means that the problem-free functioning of these pneumatic products for rails (size 15 mm) has been officially confirmed, even for use in rough environments. Based on the successful completion of test series, these ACE products, which have been developed especially for the safe and reliable clamping of Z axes, are becoming interesting for even more customers, especially since very few competitors in this market segment can offer BG certification.
The machine elements are designed for the clamping of suspended loads on the guide sled of a guide rail, and for the emergency braking of a mass moving downwards in accordance with the intended direction. Users of this clamping system benefit from low process costs and minimal material stress. According to ACE information, the clamping forces of the LZ-P LOCKED series are double and triple those of other pneumatic clamping elements found on the market. For example, the BG-certified model is able to produce holding forces of up to 1,500 N. In addition, these ACE products are able to compensate tolerances within the rail, as clamp dies travel a longer distance as compared to other solutions. This means that designers are able to work with a larger clamp gap. At the same time, the existence of high holding forces and the new certificate also open up a number of other possibilities for the implementation of ideas for handling modules and tool machines, for which they were designed with respect to bent and vertical axis.
To enable even more designers of machines which operate under unfavourable conditions to benefit from the advantages offered by the clamping elements, ACE also aims to obtain BG certification for rails of size 20 mm and electrically operating pendants for the currently available specimens.
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The LZ-P LOCKED series for pneumatic operations offers clamping with safety function for Z axes and will obtain BG approval in the fall of 2010
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